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Colors and Materials

Structure

Lacquered ash
11 Colors

Veneered ash dark 
oak

White lacquered 
veneered ash

Veneered ash 
natural finish

Black lacquered 
veneered ash

Veneered ash 
natural oak finish

Veneered flamed 
walnut

Natural oak 
veneered

Stained ash 
veneered
10 Colors

Coating

Flame Fabric
7 Colors

Network fabric
9 Colors

Ouche Fabric
7 Colors

Plain Fabric
7 Colors

Dimensions

Dalia PB L_N TS 
Armchair 
design Beatriz Sempere, 2017

Dalia armchair with low backrest and wooden base. Seat upholstered in 

fabric, leather or faux leather.



Materials Certifications

Lacquered ash
Ash wood is durable material, with good resistance and flexibility. Thanks to its porosity, it is ideal to be 

lacquered. Its original color is quite light: it can range from light blond, to pink and pale brown, with 

possible shades of green. In our set of samples, it is available in the natural finish and in numerous color 

variations: from the classic wood effects to the most pop colors of the moment. The ash used for our 

materials is European.

CLEANING AND MAINTENANCE

Ash is an easy-to-clean wood: to remove dust or light stains, rub the surface with a soft cloth, if necessary 

moistened in a solution of hot water or white vinegar, to help eliminate stains without altering the beauty 

and shine of the wood. Always dry the surface. In addition, you can choose to use specific products for 

wooden furniture.

These tips are cleaning recommendations and do not guarantee complete stain removal. We recommend 

that you always test the cleaning method on a hidden part of the item to check the resistance of the color.

Colour samples are to be considered approximate for each product. Slight color differences between a lot 

and the other are to be considered normal.

Materials Certifications

Veneered ash dark oak
Veneered woods are the result of a process of gluing extremely thin sheets of wood applied to various 

types of supports to produce furnishing elements, which have a similar appearance to solid wood, but with 

better performance in terms of resistance to woodworms, lightness and greater stability over time.

If exposed to light, and in any case with the passage of time, the color of the veneer changes. It may 

happen that furniture of the same color purchased after some time, show color differences. Upon request, 

the veneered parts can be supplied with certified origin from forests managed in a correct and responsible 

manner, according to the rigorous environmental standards established by the FSC circuit.

CLEANING AND MAINTENANCE

For ordinary cleaning of veneered woods, use a cloth moistened with neutral soap well diluted in water or 

specific products. Always dry after each application with a dry cloth or paper towel. Do not use abrasive 

products. In case of accidental spills of substances or liquids, immediately dab the wood with paper towel 

or with a dry and clean cloth. Avoid proximity to heat sources. Evenly expose the veneered woods to light, 

for example by periodically opening the table extensions that are stored inside the structure, or by moving 

any object placed on the surface, such as vases and accessories.

These tips are cleaning recommendations and do not guarantee complete stain removal.

We recommend that you always test the cleaning method on a hidden part of the item to check the 

resistance of the color.

Colour samples are to be considered approximate for each product. Slight color differences between a lot 

and the other are to be considered normal.
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Volumetric Details

Weight 10.8 Kg

Volume 0.35 mc

Package 1



Materials Certifications

White lacquered veneered ash
Veneered woods are the result of a process of gluing extremely thin sheets of wood applied to various 

types of supports to produce furnishing elements, which have a similar appearance to solid wood, but with 

better performance in terms of resistance to woodworms, lightness and greater stability over time.

If exposed to light, and in any case with the passage of time, the color of the veneer changes. It may 

happen that furniture of the same color purchased after some time, show color differences. Upon request, 

the veneered parts can be supplied with certified origin from forests managed in a correct and responsible 

manner, according to the rigorous environmental standards established by the FSC circuit.

CLEANING AND MAINTENANCE

For ordinary cleaning of veneered woods, use a cloth moistened with neutral soap well diluted in water or 

specific products. Always dry after each application with a dry cloth or paper towel. Do not use abrasive 

products. In case of accidental spills of substances or liquids, immediately dab the wood with paper towel 

or with a dry and clean cloth. Avoid proximity to heat sources. Evenly expose the veneered woods to light, 

for example by periodically opening the table extensions that are stored inside the structure, or by moving 

any object placed on the surface, such as vases and accessories.

These tips are cleaning recommendations and do not guarantee complete stain removal.

We recommend that you always test the cleaning method on a hidden part of the item to check the 

resistance of the color.

Colour samples are to be considered approximate for each product. Slight color differences between a lot 

and the other are to be considered normal.

Materials Certifications

Veneered ash natural finish
Veneered woods are the result of a process of gluing extremely thin sheets of wood applied to various 

types of supports to produce furnishing elements, which have a similar appearance to solid wood, but with 

better performance in terms of resistance to woodworms, lightness and greater stability over time.

If exposed to light, and in any case with the passage of time, the color of the veneer changes. It may 

happen that furniture of the same color purchased after some time, show color differences. Upon request, 

the veneered parts can be supplied with certified origin from forests managed in a correct and responsible 

manner, according to the rigorous environmental standards established by the FSC circuit.

CLEANING AND MAINTENANCE

For ordinary cleaning of veneered woods, use a cloth moistened with neutral soap well diluted in water or 

specific products. Always dry after each application with a dry cloth or paper towel. Do not use abrasive 

products. In case of accidental spills of substances or liquids, immediately dab the wood with paper towel 

or with a dry and clean cloth. Avoid proximity to heat sources. Evenly expose the veneered woods to light, 

for example by periodically opening the table extensions that are stored inside the structure, or by moving 

any object placed on the surface, such as vases and accessories.

These tips are cleaning recommendations and do not guarantee complete stain removal.

We recommend that you always test the cleaning method on a hidden part of the item to check the 

resistance of the color.

Colour samples are to be considered approximate for each product. Slight color differences between a lot 

and the other are to be considered normal.

Materials Certifications

Black lacquered veneered ash
Veneered woods are the result of a process of gluing extremely thin sheets of wood applied to various 

types of supports to produce furnishing elements, which have a similar appearance to solid wood, but with 

better performance in terms of resistance to woodworms, lightness and greater stability over time.

If exposed to light, and in any case with the passage of time, the color of the veneer changes. It may 

happen that furniture of the same color purchased after some time, show color differences. Upon request, 

the veneered parts can be supplied with certified origin from forests managed in a correct and responsible 



manner, according to the rigorous environmental standards established by the FSC circuit.

CLEANING AND MAINTENANCE

For ordinary cleaning of veneered woods, use a cloth moistened with neutral soap well diluted in water or 

specific products. Always dry after each application with a dry cloth or paper towel. Do not use abrasive 

products. In case of accidental spills of substances or liquids, immediately dab the wood with paper towel 

or with a dry and clean cloth. Avoid proximity to heat sources. Evenly expose the veneered woods to light, 

for example by periodically opening the table extensions that are stored inside the structure, or by moving 

any object placed on the surface, such as vases and accessories.

These tips are cleaning recommendations and do not guarantee complete stain removal.

We recommend that you always test the cleaning method on a hidden part of the item to check the 

resistance of the color.

Colour samples are to be considered approximate for each product. Slight color differences between a lot 

and the other are to be considered normal.

Materials Certifications

Veneered ash natural oak finish
Veneered woods are the result of a process of gluing extremely thin sheets of wood applied to various 

types of supports to produce furnishing elements, which have a similar appearance to solid wood, but with 

better performance in terms of resistance to woodworms, lightness and greater stability over time.

If exposed to light, and in any case with the passage of time, the color of the veneer changes. It may 

happen that furniture of the same color purchased after some time, show color differences. Upon request, 

the veneered parts can be supplied with certified origin from forests managed in a correct and responsible 

manner, according to the rigorous environmental standards established by the FSC circuit.

CLEANING AND MAINTENANCE

For ordinary cleaning of veneered woods, use a cloth moistened with neutral soap well diluted in water or 

specific products. Always dry after each application with a dry cloth or paper towel. Do not use abrasive 

products. In case of accidental spills of substances or liquids, immediately dab the wood with paper towel 

or with a dry and clean cloth. Avoid proximity to heat sources. Evenly expose the veneered woods to light, 

for example by periodically opening the table extensions that are stored inside the structure, or by moving 

any object placed on the surface, such as vases and accessories.

These tips are cleaning recommendations and do not guarantee complete stain removal.

We recommend that you always test the cleaning method on a hidden part of the item to check the 

resistance of the color.

Colour samples are to be considered approximate for each product. Slight color differences between a lot 

and the other are to be considered normal.

Materials Certifications

Veneered flamed walnut
Veneered woods are the result of a process of gluing extremely thin sheets of wood applied to various 

types of supports to produce furnishing elements, which have a similar appearance to solid wood, but with 

better performance in terms of resistance to woodworms, lightness and greater stability over time.

If exposed to light, and in any case with the passage of time, the color of the veneer changes. It may 

happen that furniture of the same color purchased after some time, show color differences. Upon request, 

the veneered parts can be supplied with certified origin from forests managed in a correct and responsible 

manner, according to the rigorous environmental standards established by the FSC circuit.

CLEANING AND MAINTENANCE

For ordinary cleaning of veneered woods, use a cloth moistened with neutral soap well diluted in water or 

specific products. Always dry after each application with a dry cloth or paper towel. Do not use abrasive 

products. In case of accidental spills of substances or liquids, immediately dab the wood with paper towel 

or with a dry and clean cloth. Avoid proximity to heat sources. Evenly expose the veneered woods to light, 

for example by periodically opening the table extensions that are stored inside the structure, or by moving 

any object placed on the surface, such as vases and accessories.

These tips are cleaning recommendations and do not guarantee complete stain removal.



We recommend that you always test the cleaning method on a hidden part of the item to check the 

resistance of the color.

Colour samples are to be considered approximate for each product. Slight color differences between a lot 

and the other are to be considered normal.

Materials Certifications

Natural oak veneered
Veneered woods are the result of a process of gluing extremely thin sheets of wood applied to various 

types of supports to produce furnishing elements, which have a similar appearance to solid wood, but with 

better performance in terms of resistance to woodworms, lightness and greater stability over time.

If exposed to light, and in any case with the passage of time, the color of the veneer changes. It may 

happen that furniture of the same color purchased after some time, show color differences. Upon request, 

the veneered parts can be supplied with certified origin from forests managed in a correct and responsible 

manner, according to the rigorous environmental standards established by the FSC circuit.

CLEANING AND MAINTENANCE

For ordinary cleaning of veneered woods, use a cloth moistened with neutral soap well diluted in water or 

specific products. Always dry after each application with a dry cloth or paper towel. Do not use abrasive 

products. In case of accidental spills of substances or liquids, immediately dab the wood with paper towel 

or with a dry and clean cloth. Avoid proximity to heat sources. Evenly expose the veneered woods to light, 

for example by periodically opening the table extensions that are stored inside the structure, or by moving 

any object placed on the surface, such as vases and accessories.

These tips are cleaning recommendations and do not guarantee complete stain removal.

We recommend that you always test the cleaning method on a hidden part of the item to check the 

resistance of the color.

Colour samples are to be considered approximate for each product. Slight color differences between a lot 

and the other are to be considered normal.

Materials Certifications

Stained ash veneered
Veneered woods are the result of a process of gluing extremely thin sheets of wood applied to various 

types of supports to produce furnishing elements, which have a similar appearance to solid wood, but with 

better performance in terms of resistance to woodworms, lightness and greater stability over time.

If exposed to light, and in any case with the passage of time, the color of the veneer changes. It may 

happen that furniture of the same color purchased after some time, show color differences. Upon request, 

the veneered parts can be supplied with certified origin from forests managed in a correct and responsible 

manner, according to the rigorous environmental standards established by the FSC circuit.

CLEANING AND MAINTENANCE

For ordinary cleaning of veneered woods, use a cloth moistened with neutral soap well diluted in water or 

specific products. Always dry after each application with a dry cloth or paper towel. Do not use abrasive 

products. In case of accidental spills of substances or liquids, immediately dab the wood with paper towel 

or with a dry and clean cloth. Avoid proximity to heat sources. Evenly expose the veneered woods to light, 

for example by periodically opening the table extensions that are stored inside the structure, or by moving 

any object placed on the surface, such as vases and accessories.

These tips are cleaning recommendations and do not guarantee complete stain removal.

We recommend that you always test the cleaning method on a hidden part of the item to check the 

resistance of the color.

Colour samples are to be considered approximate for each product. Slight color differences between a lot 

and the other are to be considered normal.



Materials Certifications

Flame Fabric
Flame fabric belongs to the eco-friendly outdoor fabrics category. Its yarn is made in recycled 

polypropylene, coming from production waste of face masks and diapers (cut outs, second choice 

materials …) and polyester from waste or remains of polyester yarns.

CLEANING AND MAINTENANCE

Regular cleaning is important to extend the life of the coating, and keep its appearance unchanged. Dust 

and dirt can wear out the coating and damage the fire protection. 

REGULAR CLEANING: vacuum frequently at a power equal to half the device in use, choosing a smooth 

spout, without brushing.

STAIN REMOVAL: in case of slight stains, promptly clean the surface. Remove excess liquids or hard 

parts of dirt with a clean cloth, then proceed on the residue of the stain with a damp cloth or a neutral 

soap solution. Remove the stain starting from the edge of the stain moving towards the center of it, then 

rinse with water. Let dry, avoiding direct exposure to sunlight.

These tips are cleaning recommendations and do not guarantee complete stain removal. In case of large 

stains, we recommend contacting an operator specialized in upholstered products cleaning.

We recommend to not expose light colored coating for a prolonged time to garments treated with colors 

with poor dyeing fastness, as the color pigments could penetrate the surface of the fabric, without being 

able to be removed.

We recommend to always test the cleaning method on a hidden part of the item to check the color 

resistance. 

Avoid the stagnation of liquids on the surfaces upholstered in fabric. Remove liquid deposits as soon as 

possible and dry in a well-ventilated area.

Materials Certifications

Network fabric
Network fabric catches one’s attention thanks to its unique texture that contrasts to the yarn color. A 

colorful and trendy, capable of drawing attention in every space.

CLEANING AND MAINTENANCE

In case of stains, promptly clean the surface. The fabric is water repellent. For light stains use water and 

neutral soap.

In case of ketchup or coffee stains, remove the excess material with paper towel and then rub with a cloth 

moistened with a solution of water and neutral soap.

In case of pen stains, dab the stain vigorously with a cloth moistened with water and alcohol. Then, rub 

with a damp cloth to remove any leftovers.

In case of oil and mayonnaise stains, remove the excess material with paper towel and then spray with 

degreaser. Wait a minute and then rub the area with a dry cloth. Finally, with a cloth moistened with a 

solution of water and neutral soap, remove the excess of the degreaser.

Do not use bleach or chlorine-based products.

These tips are cleaning recommendations and do not guarantee complete stain removal. In case of large 

stains, we recommend contacting an operator specialized

in upholstered products cleaning. We recommend to not expose light colored coating for a prolonged time 

to garments treated with colors with poor dyeing fastness, as the color pigments could penetrate the 

surface of the fabric, without being able to be removed. We recommend to always test the cleaning 

method on a hidden part of the item

to check the color resistance.

Materials Certifications

Ouche Fabric
Ouche fabric belongs to the eco-friendly outdoor fabrics category. Ouche pairs the relaxed elegance and 

soft hand of a cotton with the durability of high-performance yarns. The Ouche fabric stands out by its rich 



mélange shading. The fabric effortlessly resists stains, fading, mold, mildew and pilling.

CLEANING AND MAINTENANCE

Regular cleaning is important to extend the life of the coating and keep its appearance unchanged.

REGULAR CLEANING: vacuum frequently at a power equal to half the device in use, choosing a smooth 

spout, without brushing.

STAIN REMOVAL: in case of slight stains, promptly clean the surface. Remove excess liquids or hard 

parts of dirt with a clean cloth, then proceed on the stain residue with a damp cloth or a neutral soap 

solution.

Remove the stain starting from its edge, moving towards the center of it, then rinse with water. Let dry, 

avoiding direct exposure to sunlight. On greasy stains, clean with a clean cloth soaked in acetone and rub 

gently on the stain, working from the outside inwards. Once the stain has been removed, wipe with a cloth 

soaked in water and neutral soap to remove the solvent residues, then rinse and allow to dry completely. 

For localized and more persistent stains, promptly dissolve the stain with colorless ethyl alcohol diluted in 

20% water, gently rub, and then treat with a neutral soap solution, then rinse well.

Do not use bleach. These tips are cleaning recommendations and do not guarantee complete stain 

removal. In case of large stains, we recommend contacting an operator specialized in upholstered 

products cleaning.

We recommend to not expose light colored coating for a prolonged time to garments treated with colors 

with poor dyeing fastness, as the color pigments could penetrate the surface of the fabric, without being 

able to be removed.

We recommend to always test the cleaning method on a hidden part of the item to check the color 

resistance.

Avoid the stagnation of liquids on the surfaces upholstered in fabric. Remove liquid deposits as soon as 

possible and dry in a well-ventilated area.

Materials Certifications

Plain Fabric
FIRE RESISTANCE:

BS 5852:1979 source 0

EN 1021-1

CA TB-117 & NFPA 260

COMPOSITION:

100% Recycled polypropylene

Plain fabric belongs to the eco-friendly outdoor fabrics category. Its yarn is made in recycled 

polypropylene coming from production waste of face masks and diapers (cut outs, second choice 

materials …).

CLEANING AND MAINTENANCE

Regular cleaning is important to extend the life of the coating, and keep its appearance unchanged. Dust 

and dirt can wear out the coating and damage the fire protection.

REGULAR CLEANING: vacuum frequently at a power equal to half the device in use, choosing a smooth 

spout, without brushing.

STAIN REMOVAL: in case of slight stains, promptly clean the surface. Remove excess liquids or hard 

parts of dirt with a clean cloth, then proceed on the residue of the stain with a damp cloth or a neutral 

soap solution. Remove the stain starting from the edge of the stain moving towards the center of it, then 

rinse with water. Let dry, avoiding direct exposure to sunlight. 

These tips are cleaning recommendations and do not guarantee complete stain removal. In case of large 

stains, we recommend contacting an operator specialized in upholstered products cleaning.

We recommend to not expose light colored coating for a prolonged time to garments treated with colors 

with poor dyeing fastness, as the color pigments could penetrate the surface of the fabric, without being 

able to be removed.

We recommend to always test the cleaning method on a hidden part of the item to check the color 



resistance.

Avoid the stagnation of liquids on the surfaces upholstered in fabric. Remove liquid deposits as soon as 

possible and dry in a well-ventilated area.


